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Stain Cover + 
 

PRODUCT DATA 
 
Description:  
 
Stain Cover + is an interior / exterior primer/sealer, stain sealer and bonding coat that dries for 
over-coating in only 1 hour. On interior surfaces, Stain Cover + dries quickly and has excellent 
hiding power providing outstanding stain killing and adhesion promoting properties.  
Stains of all kinds are permanently sealed so topcoats are blemish free. Stain Cover + is 
especially effective on nicotine and water stains. New wood trim can be primed, sanded and 
top-coated the same day, saving time and money. On exterior surfaces, Stain Cover + has a 
unique formulation that delivers full penetration and flexibility on all surfaces, especially 
dimensionally unstable panels and trims, where few oil-based primers can succeed. Stain 
Cover + resists cracking and peeling and is compatible with most decorative top coats. 
 
Area of use: 
  
Interior or Exterior 
 
Substrates: 
  
Plaster, wood, concrete, painted surfaces 
 
Packing: 
 
1 Litres & 2.5 Litres 
 
Physical Constants: 
 
Colour:    White 
 
Finish:    Satin 
 
Volume solids:   43% 
 
Theoretical spreading rate: Approx. 10 sq. metres per litre 
 
Specific Gravity:  1.38 - 1.4 
 
Flash point:   42°C 
 
Dry to touch:   1 – 2 hours 
 
Over-coating time:  2 – 4 hours 
 
*The theoretical spreading rate has been calculated for the stated volume solids and dry film 
thickness. A practical spreading rate will depend on the actual dry film thickness, the nature of the 
substrate, and the relevant consumption factor. The physical constants are subject to normal 
manufacturing tolerances. 
  
Application Details: 
 
Application method:  Brush / Roller / Spray 
 
Thinner:   White Spirit 
 
Cleaning of tools:   White Spirit 
 
Surface Condition:  The surface should be stable, firm, dry and free of dust, sand, 

loose old paint, dirt, grease and oil. 
 

 

Please refer to the Material Safety Data Sheet for further information. 


